Web i mages Videos Maps News Shopping Gmaii more 



Sign in 



\\\\\\\\\\\\\\\\\\\\\\^^^ 



■llf mm CAflA Of 



JEAP OR "extensible authentication protocol" T . .Search j ^^ f ^ earch 



Search only in Engineering, Computer Science, and Mathematics. 
C Search in all subject areas. 



Scholar Articles excluding patents m 1970 ; ■ 2003 ; ^include citations 



Results 1-20 of about 28. (0.19 sec) 



[BOOK] Internet security protocols: protecting IP traffic 

U Biack-2000-iavoisier.fr 

... Link Establishment Phase. Authentication Phase. ... PPP Extensible Authentication Protocol (EAP). 

PPP DES Encryption Protocol, Version 2 (DESE-bis). ... qualite. fiabilite; Informatique / Internet ■ 
intranet / Standards et protocoles de I'internet (ip, tcp/ip, http, ftp, smtp, dns...). ... 

Cited by 32 - Related articles - Cached - Library Search - All 2 versions 



lavofaipf fr fHTMl 1 

\ 



[PDF] PPP Extensible Authentication Protocol (EAP ) 

EQ Guide, P Analyzer, SG Scanner, C Cards, P ... ■ 1998 -• jawln.com 

... html Network Protocols Hand- book http://www.javvin.com/model.html TCP/IP Quick Guide http ., 

This document defines the PPP Extensible Authentication Protocol (EAP). ... specifies the 

authentication protocol to be used in the Configure-Request during Link Establishment phase. .. 

Related articles -View as HTML 



s&iS?VsisA«vSsS ! S»*s 

1? \ \> 



[PDF] Network Security & IEEE 802.1 1 Wireless LANs 

G Schafer - Tutorial Paris, 2002 - Csteseer 

... Physical Layer Network Layer Data Link Layer Physical Layer Network Layer ?????... 13 © 
Dr.-lng G. Schafer Security Services - Overview B Authentication 6 The most fundamental security 
service which ensures, that an entity has in fact the identity it claims to have 6 Integrity ... 

Cited by 2 - Related articles - View as HTML - All 9 versions 



v \ .0 



[PDF] BLUESIM; A BLUETOOTH LAN ACCESS PROFILE SIMULATOR 

SParvathanv2002 -etdicla.edu 

... TCP & UDP ... At some point after the physical link establishment, the devices perform mutual 
authentication. ... PPP Challenge Handshake Authentication Protocol (CHAP) • Microsoft PPP CHAP 
Extensions • PPP Authentication • PPP Extensible Authentication Protocol (EAP) ... 

View as HTML ■ All 3 versions 



fela.edu [PDF] 



[BOOK] Desi g nin g Network Securily: A Practical Guide lo Creatin g a Secure ... 

M Kaeo • 2003 •■books.gooGle.com 



... Authentication technologies are introduced in Chapter 2, "Security Technologies," but this chapter 
explores the methods of authentication, the establishment of trust domains for defining 
authorization boundaries, and the importance of the uniqueness of namespace. ... 

C)tea..by. .4 - RelaM ariicies 

Inter-clomain security for Mobile IPv6 psy,ed.y [PDF] 

M Laurent-Maknavicius. J Bourneile - Annals of Telecommunications, 2003 - Springer 

... aaa WG introduced new AVPs [Hm 02] for some EAP (Extensible Authentication Protocol) 

exchanges ... Association establishment elements from initiator/MN SecuParam_R Security 

Association establishment elements from ... the IKE three-way protocol (quick mode of phase 2). ... 

Cited by. 7 - Related articles - 8L Direct - All 8 versions 

Implementation Considerations for a Virtual Private Network (VPN) to Enable ... dflc.mil [PDF] 

"10 ,'V<v\ MAMA I DAOT^OA!^! IATC £YN I .OP. I IfiAfl a«: wl! 
' !>..■ vuWJ, llnVflL. I vO i Ol inuUrt I !.. Uvjilvvl f.wJ wOs.Uliv.'lll! 

... to Point Protocol (PPP) 39 a. Phase 1 : PPP Link Establishment 40 b ... Department of the Navy DSL 
Digital Subscribers Line EAP Extensible Authentication Protocol ECB Electronic ... SPI Security 
Parameter Index SSH Secure Shell TCP Transmission Control Protocol VPN Virtual ... 

Related articles -All 3 versions 



[PDF] Authentication, authorization and accounting in session initiation protocol ... tkk.fl [PDF] 

A Niemi - 2002 ■ tmLtkk.fi 

... Host Configuration Protocol DNS Domain Name System EAP Extensible Authentication Protocol 
FSM Finite ... QoS Quality of Service RADIUS Remote Authentication Dial In ... SRP Secure Remote 
Password TCP Transmission Control Protocol TIA Telecommunications Industry ... 

Cited by 1 ■ Related, articles - View as HTML - Ali 4 versions 

[BOOK] Windows 2000 Routing and Remote Access Services 

K Charles ■ 2000 ■ books.aooqie.com 

... The reader is assumed to have some knowledge of TCP/IP, Windows NT domains, and ... CHAP) • 
Microsoft Challenge Handshake Authentication Protocol (MS-CHAP), versions 1 and 2 • Extensible 
Authentication Protocol (EAP), including EAP-TLS and EAP-MD5 • Remote ... 

Ubra!y.§Mch - Aij.2 yei^ions 

[PDF] AAA Working Group Pat R. Calhoun Internet-Draft Sun Microsystems, Inc. ... verkstad M [POI 

AC Rubens, J Haag, G Zorn, ON Extensions - 2001 - cabem8t.verksiad.n8t 

... Service 15 7.3.2 Unsigned32 1 M | P 1 1 V | Y | Login-TCP-Port 16 7.3 ... The Extensible Authentication 

Protocol (EAP), described in [25], provides a standard mechanism for support of additional ... AVP 

indicates success, the EAP-Payload AVP MUST encapsulate an EAP-Success [25 ... 

Related articles -View as HTML 



[PDF] Point-to-Point Tunneling Protocol (PPTP) Status of this Memo This memo ... psyjcfy [PDF] 

W Vetihein, J Taarud, W Little, EC! Telematics, G Zorn - 1833 - Citeseer 

... 3) Participation in PPP authentication protocols [3,9,10]. ... Following the establishment 

of the required TCP connection, the PNS and PAC establish the control connection using 

the Start-Control- Connection-Request and -Reply messages. ... 

Related articles - View as HTML - Ail 178 versions 



[PDF] Point-to-Point Tunneling Protocol (PPTP ) 
W Verihein, J Taarud, W Little, EC! Telematics, G Zorn • 1999 ■■ cnscenter.future.co.kr 
... 3) Participation in PPP authentication protocols [3,9,10]. ... Following the establishment 
of the required TCP connection, the PNS and PAC establish the control connection using 
the Start-Control- Connection-Request and -Reply messages. ... 

Related articles ■ View as HTML - Aii 3 versions 



TRIAD: Translating Relaying Internetwork Architecture Integrating Active ... dticfnll [PDF] 

DR Cheriton, STANFORD UNiV GA DEPT OF ... - 2003 - oai.dtic.rnil 
... based checksum can be viewed as providing a significant step toward unification between 
message authentication codes (MAC ... The use of connection-oriented transport based on the 
extended TCP described above provides a means ... We call such a business relationship a link. ... 

Related articles -Aii 3 versions 



[PDF] AAA Working Group Pat R. Calhoun Internet-Draft Sun Microsystems, Inc. ... tevtowetieom [PDF] 

AG Rubens, J Haag, G Zorn, DN Extensions - 2001 - cabernet.levkowetz.com 

... Service 1 5 7.3.2 Unsigned32 1 M | P 1 1 V | Y | Login-TCP-Port 1 6 7.3 ... The Extensible Authentication 

Protocol (EAP), described in [25], provides a standard mechanism for support of additional ... AVP 

indicates success, the EAP-Payload AVP MUST encapsulate an EAP-Success [25 ... 

Related articles -View as HTML 



[PDF] Data Model tor Network Access InterHn Wwofecoi [F 

D Spence, W Weiss. D Durham, A Kuikarni, R Kopacz, ...» 2000 •• mterilnknetworks.com 

... its sense of a physical connection on the NAS, not in the sense of a TCP or UDP ... For example, 

if a user telnetted into a NAS to authenticate himself as an Outbound-User ... A value of 

'radAdslCAP(12)' indicates ADSL-CAP - Asymmetric DSL, Carrierless Amplitude Phase Modulation ... 

Cited by 1 - Related articles - View as HTML - Ail 2 versions 



[PDF] Application of IEEE 802.1 X in HiperLAN type 2 psy jdy [PDF] 

A Kelati- 2001 -Citeseer 

... Describes the IEEE 802.1 X standard • Chapter 4: Deals with the Extensible Authentication Protocol 
(EAP), which is ... with particular emphasis on the extensions that allow the use of EAP within RADIUS ... 
After this preliminary study-phase, the second goal was to propose a model of ... 

View as HTML - All 3 versions 



Wireless network security 

T Karygiannis. L Owens - NIST Special Publication, 2002 ■ cseic.edu 
... NIST strongly recommends that the built-in security features of Bluetooth or 802.1 1 
(data link level encryption and authentication protocols) be used as part of an overall 
defense-in-depth strategy. Although these protection mechanisms ... 

Glied bv 26 - Related articles - View as HTML - All 1 1 9 versions 



[PDF] Migration of CAUTION Platform for Efficient Resource Management in a Multi ... 
S Kyriazakos, I Mura, M Barbara, S Velentzas, S ... - 2001 •• t8ieconi.ntiia.gr 
... New interfaces • Calculation of uplink interference ■ Power control • Average number of links • 
Handover/Switch ... slightly different in absolute numbers from network to network, throughput slightly 
decreases, as the resources required for call establishment (SDCCH mostly ... 

Related articles - View as HTML 

[PDF] Wireless Local Area Networks and the 802.1 1 Standard 

P Nedeitchev - 2001 • Citeseer 

... case of 2 Mbps, a more sophisticated implementation called Quadrature Phase Shift Keying ... is 
a process of denying client credentials, based on incorrect authentication settings, or ... The 
association service enables the establishment of wireless links between wireless clients and ... 

Cited to* 5 . Reiateiaaicles - ViewM.M"ft!L - Ail.. 1 3 versions 

[PDF] Diameter Base Protocol 

P Analyzer, BG Scanner, C Cards, P Scanner ■• 2003 - Citeseer 
... html Network Protocols Hand- book http://www.javvin.com/model.html TCP/IP Quick Guide 
http://www.javvin.com/tcpipguide ... The Diameter base protocol is intended to provide an 
Authentication, Authorization and Accounting (AAA) framework for applications such as network ... 

View as HTML -All 2 versions 



o«ii aHm IPDFl 



bOOS 
o 

Result Page: 1 I 



EAP OR "extensible authentication \ Search 



Goto Google Home - About Google - About Googie Scholar 



©2010 Google 



\\\\\\\\\\\\\\\\\\\\\\^^^ 



■llf mm CAflA Of 



JEAP OR "extensible authentication protocol" T . .Search | 



Search only in Engineering, Computer Science, and Mathematics. 
C Search in all subject areas. 



jaaaaaaeaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaajaaaaaaaaaM 



Scholar Articles excluding patents 




: - 12003 I include citations 



[BOOK] Internet security protocols: protecting IP traffic 

U Slack • 2000 - iavoisier.fr 

... Goals of TLS. PPP Encryption Control Protocol (ECP). PPP Extensible Authentication Protocol 
(EAP). PPP DES Encryption Protocol, Version 2 (DESE-bis). ... qualite. fiabilite; Informatique / Internet • 
intranet / Standards et protocoles de I'internet (ip, tcp/ip, http, ftp, smtp, dns...). ... 

Cited by 32 - Related articles - Cached - Library Search - Ail 2 versions 



[PDF] PPP ExteosjMeM 

EQ Guide, P Analyzer, SC Scanner, C Cards, P ... • 1998 ••jawin.com 
... Network Protocols Hand- book http://www.jawin.com/model.html TCP/IP Quick ... The PPP Extensible 
Authentication Protocol (EAP) is a general protocol for PPP authentication which sup- ports ... EAP 
does not select a specific authentication mechanism at Link Control Phase, but ... 

Related articles - View as HTML 



[PDF] Network Security & IEEE 802.1 1 Wireless LANs 

G Schafer ■ Tutorial, Paris, 2002 - Citeseer 

... 6 Access Control ... a similar value called modification check value (MDC) that allows to check, if 
a message has been modified during transmission ... A cryptographic protocol is defined as a series 
of steps and message exchanges between multiple entities in order to achieve a ... 

Cited by 2 - Related articles - View as HTML - Ail 9 versions 



[PDF] BLUESIM: A BLUETOOTH LAN ACCESS PROFILE SIMULATOR 

SParvathanv2002-etdicla.edu 

... than the lower layers, group management, providing one-way transmission to a group of ... TCP 
& UDP ... PPP Challenge Handshake Authentication Protocol (CHAP) • Microsoft PPP CHAP 
Extensions • PPP Authentication • PPP Extensible Authentication Protocol (EAP) ... 

View as HTML -Ail 3 versions 



[Citation] ... outside the box: extending 802.1 x authentication to remote" splitter' 

A Saha, M Moile •• Local Computer Networks, 2003. LCN'03. Proceedings. 2003 



Cited bv 2 - Related articles - 8L Direct - A!! S versions 



Implementation Considerations for a Virtual Private Network (VPN), to Enable ... 

RS Cote, NAVAL POSTGRADUATE SCHOOI - 2000 - oai.dtlc.mii 

... to Point Protocol (PPP) 39 a. Phase 1 : PPP Link Establishment 40 b ... Department of the Navy DSL 
Digital Subscribers Line EAP Extensible Authentication Protocol ECB Electronic ... SPI Security 
Parameter Index SSH Secure Shell TCP Transmission Control Protocol VPN Virtual ... 

Related articles - A!! 3 versions 



[PDF] A roaming architecture for IP based mobile telephony in WLAN ... psu.edu [PDF] 

JO Vatn - Mobility Roundtable, 2003 - Citeseer 

... IEEE 802.1 X makes use of the extensible authentication protocol (EAP)[5] to negotiate an 
authentication ... Since our architecture utilizes RADIUS (or Diameter) for carrying EAP au- 
thentication ... is that while the upstream traffic is buffered at Alice for later transmission, down- stream ... 

Ciiedbyi - Related arilcies - View as html - All 3 versions 

[PDF] Authentication, authorization and accounting in session initiation protocol ,,, tkk.fi [PDF] 

ANiems - 2002 ■• tmLtkk.fi 

... Host Configuration Protocol DNS Domain Name System EAP Extensible Authentication Protocol 

FSM Finite ... Internet Mail Extensions SMTP Simple Mail Transfer Protocol ix ... SRP Secure Remote 
Password TCP Transmission Control Protocol TIA Telecommunications Industry ... 

Cited, by. 1 - Related articles - View as HM. - MAMSions 

[BOOK] Designing Network Security: A Practical Guide to Creating a Secure ... 

MKaeo-2003 -books.google.corr! 

... Chapter 2 Security Technologies Chapter 3 Applying Security Technologies to Real Networks 
Chapter 4 Routing Protocol Security ... are introduced in Chapter 2, "Security Technologies," but 
this chapter explores the methods of authentication, the establishment of trust ... 

Cited by 4- Related articles 



[PDF] Authentis: Through Incremental Authentication Models to Secure ... 

A Meeker, H Labiod, A Serhroucnni - IEEE ASWN, 2002 - Citeseer 
... Keywords: Security, authentication, Wi-Fi, 802.1X, EAP, TLS, key management, user management ... 
802 are taking the initiatives to produce proposals of radio transmission technologies and ... to 
prevent casual eavesdropping by using a stream cipher • access control: access must ... 

Ciiedbyi - Related articles - View.as HTML - All 9 versions 



[PDF] Point-to-Point Tunnelin g Protocol (PPTP) fyfyraeolr [PDF] 

W Veriheln, J Taarud, W Little, ECI Telematics, G Zom ■ 1 388 - enscenteriuturemkf 
... following Control Connection messages are all sent as user data on the established TCP 



connection between a ... The Outgoing-Call-Request is a PPTP control message sent by the PNS 
to the ... It also provides information to the PAC that is used to regulate the transmission of data ... 

Related articles - View as HTML - All 3 versions 

[PDF] Wireless Local Area Networks and the 802.1 1 Standard pay j.dy [PDF] 

P Nedeitchev - 2001 - Citeseer 

... reducing the chance of cracking the transmission. ... The PHY layer is divided into two sub-layers, 
called the PLCP (Physical Layer Convergence Protocol) sub-layer ... sense and CCA (Clear Channel 
Assessment), which is the signal the MAC (Media Access Control) layer needs to ... 

Cited .by. 5 - Reiatsdilcles - ViewasHTiyiL - Ail. 13 versions 

Inter-domain security for Mobile IPv6 psu.edu [PDF] 

IV! LCkJiV!! . !V!W.!\! lUV iVfiWOi V. !,.'VU! ! iwi!u< ) II i! ICilO Ul ■ wlvvA.'! I » ! •Ui I'lA-ii,! 1 ,'! n.5- .CVvtJ UUI .1 luul 
■ • { v 

... EAF: Extensible Authentication Protocol HA: Home Agent ICMPV6: Internet Control Message 
Protocol ... aaa WG introduced new AVPs [Hm 02] for some EAP (Extensible Authentication Protocol) 

exchanges. ... performing the piggy-backing of Mobile lpV6 data into the AAA protocol. ... 

Cited bv 7 - Related articles - 8L Direct - All 8 versions 

[PDF] Point-to-Point Tunneling Protocol (PPTP) Status of this Memo This memo ... psy,edy [PDF] 

W Verthein, J Taarud, W Little, EC! Telematics, G Zorn •• 1338 ■• Citeseer 

... following Control Connection messages are all sent as user data on the established TCP 

connection between a ... The Outgoing-Call-Request is a PPTP control message sent by the PNS 

to the ... It also provides information to the PAC that is used to regulate the transmission of data ... 

Belated articles - - All 1 78 versions 

[PDF] ... TO THE INEFFEC1ENCY OF WIRED EQUIVALENT PRIVACY PROTOCOL ynt.ady. [PDF] 

RTjacob-2003-library.uni.edu 

... TCP/IP services then the attacker can exploit its settings through another client. In ... networks, 
which are confidentiality, access control and data integrity. But in practice it ... This mode of 
transmission works securely if the stream cipher key stream is never reused. ... 

Reiai&o arises -View as HTML 

[PDF] Wireless network securily sc&Lu [PDF] 

i f\d! yJidi!! lib, L UVroiia •• N O : OuGlifl! i UUiiUuiUi!. Cwc v/bc.bl.culi 

... in security features of Bluetooth or 802.1 1 (data link level encryption and authentication protocols) 
be ... or cell phones, are telephones that have shortwave analog or digital transmission capabilities 
that ... X and 802.1 1 i. The 802.1X, a port-level access control protocol, provides a ... 

Cited by 26 - Related articles - View as HTML - All 1 \ 3 versions 



[BOOK] Telecom protocol finder: a comprehensive review of data-end .. . 



R Ltd - 2001 - books.pooqie.com 

... 445 PPP-BPDU 448 PPPoE 450 BAP 452 BSD 453 CHAP 454 DESE 456 EAP 457 IPHC ... xii < 
Table of Contents Chapter 30: TCP/IP Suite 545 IP 549 IPv6 553 TCP 555 UDP ... 720 SNDCP 722 
Chapter 32: V5 Protocols 725 728 LAPV5-EF LAPV5-DL 729 V5-Link Control 731 ... 

inversions 

[BOOK] Windows 2000 Routin g and Remote Access Services 

K Charles ■ 2000 ■ books.aooqie.com 

... The reader is assumed to have some knowledge of TCP/IP, Windows NT domains, and ... CHAP) • 
Microsoft Challenge Handshake Authentication Protocol (MS-CHAP), versions 1 and 2 • Extensible 
Authentication Protocol (EAP), including EAP-TLS and EAP-MD5 • Remote ... 

U.braiy.MaM - Ajl. 2 versjons 

[PDF] Application of IEEE 802.1 X in HiperLAN type 2 

A Kslati ■■ 2001 Citeseer 

... the IEEE 802.1 X standard • Chapter 4: Deals with the Extensible Authentication Protocol (EAP), 

which is a ... with particular emphasis on the extensions that allow the use of EAP within RADIUS. ... 
make the attacker need to know other parameters than the transmission frequency, or ... 

View as HTML - A!! 3 versions 



psu.edu [PDF] 



[PDF] Migration of CAUTION Platform for Efficient Resource Management in a 
S Kyriazakos, i Mura, M Barbara, S Velentzas, $...- 2001 - t8lecom.ntua.gr 
... SCTP Stream Control Transmission Protocol ... TKIP Temporary Key Integrity Protocol ... The logical 
channels that are primarily used in today's voice traffic in cellular networks are the TCH (Traffic 
Channel) and the SDCCH (Stand-alone dedicated control channel) often referred as ... 

Related articles -View as HTML 



v-.C- - - t. lC 



Goode ► 

Result Page: 1 2 Next 



^WtWtWkWtWtWtWtVtVtVtVt^^ .. '.'.V. v.. '.V.V.'.V. 

jEAP OR "extensible authentication \ Search 



Goto Google Home - About Google - About Google Scholar 

©2010 Google 



